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380 TVL

1/3” Color Varifocal IR Dome Camera

JCC-VIR975D

470 TVL

1/3” High Res Color Varifocal IR Dome Camera

JCC-VIR978D

Color IR Dome Cameras

24
IR LEDs

Features
î

î3-Axis Mechanism for free lens

Rotation

îBuilt-in 24 pieces IR-LED

îEffective range up to 20 M

îJCC-VIR975D:

     1/3” Sony Super HAD CCD

     NTSC:537x505 / PAL:537x597 Pixels

     380 TV Lines / 0 Lux with IR

îJCC-VIR978D:

      1/3” Sony Super HAD CCD

     NTSC:811x508/PAL:795x596 Pixels

     470 TV Lines / 0 Lux with IR

îAuto White Balance

îGain Control : High / Low

î3.7~12 Lens

îDC 12 V

Built-in Vari-Focal DC Drive Lens24
IR LEDs

Specification

Model JCC-VIR975D JCC-VIR978D  

Pick Up Element 1/3" Color Sony Super HAD 1/3" Color Sony Super HAD (High Res.)  

Picture Element NTSC: 537(H) x 505(V) ; PAL: 537(H) x 597(V) NTSC: 811(H) x 508(V) ; PAL: 795 (H) x 596(V)  

Horizontal Frequency NTSC: 15.734 KHz ; PAL: 15.625 KHz  

Vertical Frequency NTSC: 59.94 Hz ; PAL: 50 Hz  

Synchronization Internal  

Scanning System 2 : 1 Interlace  

Flickless Mode On/Off (NTSC:1/100, PAL:1/120)  

Resolution Horizontal 380 TV Lines Horizontal 470 TV Lines  

Sensitivity 0.2 Lux @F2.0 (Day), 0 Lux (IR on) 0.3 Lux @F2.0 (Day), 0 Lux (IR on )  

S/N Ratio More than 48 dB (AGC Off)  

White Balance Automatic (2500 K ~ 9500 K)  

Gain Control High / Low  

Video Output 1.0 Vp-p Composite Video Output; 75 Ohms  

Electronic Shutter NTSC:1/60~1/100,000 ; PAL:1/50~1/110,000  

Gamma Correction 0.45  

Lens Built-in Vari-Focal 3.7~12mm / F1.6~3.0  

Video Output 1.0 Vp-p Composite Video Output; 75 Ohms  

Infrared Luminary 24 pieces IR-LED  

Wavelength 850 nm  

Illuminating Distance 20 Meters  

Operating Temperature - 10° ~ +50 °C / RH 85% or Less  

Power Supply DC 12V  

Power Consumption IR On:425mA Max., IR Off:117mA Max. IR On:400mA Max., IR Off:200mA Max.  

 

Optional

WMB-X12

Wall-mount Bracket
(Optional) 

3-Axis Mechanism

 0.4 Lux   0.2 Lux

 0.4 Lux   0.3 Lux

106.45 mm
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3-Axis Mechanism

Features
î

îBuilt-in 24 pieces IR-LED

îEffective range up to 20 M

îJCC-MIR975D:

     1/3” Sony HAD CCD

     NTSC:537x505 / PAL:537x597 Pixels

     380 TV Lines / 0 Lux with IR

îJCC-MIR975XD:

     1/3” Sony Exview CCD

     NTSC:537x505 / PAL:537x597 Pixels

     380 TV Lines / 0 Lux with IR

îJCC-MIR978XD:

      1/3” Sony Exview HAD CCD

     NTSC:811x508/PAL:795x596 Pixels

     470 TV Lines / 0 Lux with IR

îAuto White Balance

îGain Control : High / Low

îDC 12 V

î3.7~12.0 Varifovocal Lens

îIR Cut Filter Removable ( ICR)

Built-in Vari-Focal DC Drive Lens

Specification

M od el JC C -MIR 975 D  JC C -MIR 97 5XD  J C C -M IR 978 XD   

Pick U p E lem e nt 1 /3 " C olo r Sony  S u per H AD 1 /3 " C olor S o ny Ex-V iew  H AD   
1/3" C olo r Son y E x-V iew  

 H A D  (H igh R es .)  

 

Pictu re Ele m en t 
N TSC : 53 7(H ) x 5 05 (V)  

PAL: 537 (H ) x 59 7(V) 

N TSC : 811(H ) x 50 8(V)  

PAL : 79 5(H ) x 5 96(V) 

 

Ho rizont al  Freq ue ncy N TSC : 15.7 34 KH z ; PAL: 15.625  K H z   

Ve rtica l F re que nc y N TSC : 59 .9 4 H z ;  PAL: 5 0 H z  

Syn chron iza tio n  In te rn al  

Sca nn ing  Sys tem  2 : 1  Inter la ce  

Flickless  M ode  O n /O ff (N TSC :1 /1 00, PA L:1/1 20)  

Res olu tio n  H o rizo ntal 38 0 TV L in es H orizo ntal 4 70 TV L ines  

Sen sitiv ity  
0 .2  L ux @ F2.0 (D a y) 

0 Lux (IR  on) 

0.5  L ux @ F 2.0 (D a y) 

0 Lu x ( IR  o n ) 

0 .1 5 Lux @ F2.0 (D a y) 

0 Lux ( IR  on  )  

 

S/N  R at io More than  4 8 dB  (AG C  O ff)  

W h ite  B alan ce Au to ma tic (2500  K  ~  9 500  K )  

Ga in  C on trol H igh  /  L ow   

Ele ctro nic S hu tte r N TSC :1 /6 0~ 1/10 0,0 00; PAL :1 /50 ~ 1/110,000  

Ga m m a C orre ction 0 .4 5  

Le ns  B uilt- in  Vari-Foc al 3.7 ~1 2m m  (IC R ) / F1.6~ 3 .0  

Vide o O ut pu t 1.0 Vp-p C o m posite V ide o O utp ut; 75  O hm s  

In fra re d Lu m in ary 2 4 pie ces  IR -LED   

W a vele ng th  850  n m  

Il lu m in at in g D is tan ce 2 0 Me te rs  

O perat in g 

Tem p eratu re 
- 10 ° ~  +50  °C  / R H  85%  or Le ss 

 

Po w er  Su pp ly  D C 12V  

Po w er  C on su mp tion  
IR  On :4 25m A M ax.,  

IR  O ff:117 m A M a x. 

IR  On :4 00m A M ax.,  

IR  O ff :200m A M ax. 

 

 

Optional

WMB-X12

Wall-mount Bracket
(Optional) 

106.45 mm

1
3

3
.3

6
 m

m

ICR

ICR

ICR

1/3” Color Dome Camera

JCC-MIR975D

1/3” Color ExView CCD Dome Camera

JCC-MIR975XD

1/3” High Res. Color ExView CCD Dome Camera

JCC-MIR978XD

Color IR Dome Cameras

380 TVL

380 TVL
24
IR LEDs

24
IR LEDs

470 TVL
24
IR LEDs


