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Bullet Cameras
Features
î

îNTSC: 811 x 508 / PAL: 795 x 596 Pixe ls

î540 TV L ines

î0.45 Lux @F2.0

îAutomat ic Gain Contro l

îAuto Elect ron ic Shut ter

îAuto Whi te Balance

î3.7mm/F2.0 Pinhole Lens Bui l t - in

îMini Bracket Inc luded

îDC 12V

îOpt ional wi th 4 .3mm/F2.0 Pinhole Lens

1/3” Sony ExView HAD CCD Sensor
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Dimensions

540 TVL  0.4 Lux   0.45Lux1/3” High Res. Color Bullet Camera

JCC-433HQ

Specification

Model JCC-433HQ  

Image Sensor 1/3" Sony ExView HAD CCD Sensor  

Picture Element NTSC: 811(H) x 508(V) ; PAL: 795 (H) x 596(V)  

Horizontal Frequency NTSC: 15.734 KHz. ; PAL: 15.625 KHz.  

Vertical Frequency NTSC: 59.94 Hz. ; PAL: 50 Hz.  

Synchronization Internal  

Scanning System 2 : 1 Interlace  

Resolution Horizontal 540 TV Lines  

Low-light Sensitivity 0.45 Lux @F2.0  

S/N Ratio More than 50 dB (AGC OFF)  

Electronic Shutter Auto: 1/60 (50) sec. ~ 1/100,000 sec.  

White Balance Auto White Balance (2500 K ~ 9500 K)  

Gamma Correction 0.45  

Gain Control Auto Gain Control (AGC)  

Backlight Compensation Auto Backlight Compensation  

Lens Built-in 3.7mm/F2.0 Pinhole Lens  

Power Source DC 12V  

Power Consumption Max. 1.2 W  

Operating Temperature - 10° ~ +50 °C / RH 85% or Less  

Dimension 23mm (Dia.) x 72.5mm (L)  

Weight 200 Grams  

 

 Sony 10-bit HQ1 Digital Signal Processor Built-in

SONY
HQ1

Weatherproof Cameras

380 TVL  0.4 Lux   0.02 Lux1/3” Starlight Color Camera

JCC-443
Features
î

îJCC-443: 

    SONY D.S.P.

    NTSC:537 x 505 CCIR: 537 x 597 Pixels

    380 TV Lines / 0.02 Lux @F 1.1

îIP 66 Waterproof Standard

îAuto White Blance

îAuto Gain Control

îAuto Electronic Shutter

î6mm/F1.1  Board Lens

îBuilt-in anti-aliasing and IR-cut 

     optical filter.

îHigh sensitivity, low smear, high anti-

     blooming, and high S/N ratio

îDC 12V

îOptional Lens

    4.0/ 8.0/12.0 Board Lens

SONY 1/3” Color CCD

Specification

Model JCC-443 

Image Sensor 1/3“ Sony Color CCD 

D.S.P. SONY D.S.P. 

Picture Element NTSC: 537(H) x 505(V) ; CCIR: 537(H) x 597(V) 

Horizontal Frequency NTSC: 15.734 KHz. ; PAL: 15.625 KHz. 

S/N Ratio More than 48 dB (AGC OFF) 

Resolution Horizontal 380 TV Lines 

Low-light Sensitivity 0.02 Lux @F1.1 

Electronic Shutter NTSC:1/60s~1/100,000s; PAL:1/50s~1/110,000s 

White Balance Automatically (2500K~9500K) 

Gain Control Auto Gain Control (AGC) 

Gamma Characteristic 0.45 

Waterproof Standard IP 66 Waterproof Standard 

Lens Built-in 6 mm/F1.1 Board Lens (optional: 4, 8,12 mm) 

Video Output  1.0 Vp-p Composite Video Output ; 75 Ohm 

Synchronous System Internal, Negative sync. 

Power Supply 12V DC / 100 mA 

Operating Temperature - 10 ~ 50 °C ( 14 ~ 122 °F) 

Dimension 60mm (Dia.) x 100mm (L) 
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